
OPERATING INSTRUCTIONS
These soldering guns are designed for intermittent use with a duty cycle of oneminute
power on, then fourminutes off. For high wattage output, 260watts (D550),
140watts (8200), pull trigger to first position. For lowwattage output, 200watts (D550),
100watts (8200), pull trigger to the second position, or until it is fully compressed.
If the tip does not heat properly, tighten up the screws.
FOLLOWTHESE INSTRUCTIONS FOR BEST RESULTS
1. The items to be solderedmust be clean at the connection area. This can be achieved

with wire wool or fine emery cloth.
2. Make a goodmechanical connection by wrapping wires around each other or around

a terminal post.
3. When applying heat, apply a small amount of solder to the tip to provide proper

heat transfer. Heat should be applied to the basematerial, e.g. wires/terminal, so that they become sufficiently hot to
melt the solder to flow into the joint.

4. After the solder has flowed, slide the tip smoothly away to leave the joint neat. When using a soldering gun, the trig-
ger should never be released before the tip has cleared the solder joint. Allowing the tip to cool while in contact with
the solder will result in a disturbed joint.

5. Avoid joint or wiremovement while soldering. A soldering aid tool or pliers can be used to hold the joint in place.
Gently blowing on the joint will speed cooling.

6. On electrical and particularly electronic components, avoid excessive heat.
7. Do not applymore solder than necessary.
8. It is advisable to tin wires before soldering, especially stranded wire. Twist the strands together, then heat and saturate

with solder.
9. Creating the joint is easy after tinning. Just twist the wires together and apply a small amount of solder or flux, and

heat. The result will be a smooth, electrically efficient soldered joint.
10. To desolder, apply heat and use a soldering aid tool to separate the joint. Be sure to use new solder when re-soldering.
11. Fumes given off by some fluxes can be dangerous. Important: Be sure there is adequate ventilation to theworking area.
SAFETY PRECAUTIONS
Weller® soldering guns are very safe tools. They are CUL approved, and comply with all the relevant safety regulations in
North America. Nevertheless, like all electrical appliances, theymust be handled with proper care. Never forget that the
soldering tip reaches very high temperatures. This appliance has a polarized plug (one blade is wider than the other). To
reduce the risk of electric shock, this plug is intended to fit in a polarized outlet only one way. If the plug does not fit fully
in the outlet, reverse the plug. If it still does not fit, contact a qualified electrician. Do notmodify the plug in any way.
WARRANTY
Cooper Hand Tools warrants this product will be free from defects inmaterial and workmanship for a period of seven (7)
years from the date of purchase. No warranty is made with respect to products which have been (a) altered, modified or
repaired by anyone other than Cooper Hand Tools; (b) subject to abuse, improper use, negligence, accident or improper
storage; (c) installed, used ormaintained not in accordance with normal practices or the instructions and specifications of
Cooper Hand Tools; or (d) used in conjunction with any product, device, component or system, that is either defective, the
source of a defect, or not reasonably intended to be used in conjunction with this product.
The foregoing limited warranty is exclusive and in lieu of all other warranties, whether expressed, implied or statutory,
including, but not limited to, any warranty of merchantability or fitness for any particular purpose. The obligation of
Cooper Hand Tools under this limited warranty is expressly limited to repairing the product, refunding the purchase price
or replacing the product, at the sole and absolute discretion of Cooper Hand Tools, at no charge to Buyer.
The remedies provided for herein shall constitute the sole recourse of Buyer against Cooper Hand Tools, whether the
claim ismade in tort or in contract, including claims based on warranty, negligence, strict liability, deceit, fraud, misrepre-
sentation or otherwise. In no event shall Cooper Hand Tools be liable for special, indirect, incidental or consequential dam-
ages (regardless of the form of action), nor for lost profits. Cooper Hand Tools liability for any claims or damages arising
out of or connected with themanufacture, sale, delivery, use, maintenance, repair or modification of this product shall not
exceed its purchase price.
Cooper Hand Tools will, during the warranty period, repair, replace or refund the purchase price of any product found to
be defective in accordance with this limited warranty. Return freight prepaid with proof of purchase to: For USA; Cooper
Hand Tools, 1000 Lufkin Road, Apex, NC 27539.
ForMexico; Libramiento La Joya Esq. Av. Politecnico, y calle San Blas, Bodega 2, Cuautitlán, Estado deMéxico C.P.
54870

OFF HIGH LOW

8200-RH Universal Housing (right 
& left)

D550 PROFESSIONAL 
REPLACE-MENT PARTS
Part# Description
7250 Soldering Tips (2/pkg.)
7250AN Soldering Tips w/ Hex Inserts &

Acorn Nuts
6150 Cutting Tips (2/pkg.)
6130AN Cutting Tips w/ Hex Inserts &

Acorn Nuts
6140AN Smoothing Tips w/ Hex 
Inserts & Acorn Nuts
6160 Smoothing Tips (2/pkg.)
7333 Light Bulb
7324 Switch
D550-RH Professional Housing (right & left)

REPUESTOS PARA LA 
PISTOLA

Puntas para soldar (2/
paquete)

Puntas para cortar (2/
paquete)

Puntas para alizar (2/
paquete)

8200-RH Juego de cachas 
(izquierda y

99 Washington Street 
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